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All -Glass Doors | Example Specifications

Part II – Products and Systems

	 2.1	 General

		  A.	 Comply with the requirements of the reference standards stated herein.

	 2.2	 Materials and Accessories

		  A.	 Entry Doors

			   i.	 Approved Manufacturer: Vitro America™
			   ii.	 Glass: 1/2" clear tempered glass, horizontally tempered, tong marks are unacceptable.  
				    Warpage shall be in compliance with ANSI Z97.1, ASTM C1048-92 and ASTM 1036-91.
			   iii.	 Rails and Fittings: full-length top and bottom rails shall be style  
				    ‘T’ 6063-T5 aluminum extrusion as shown on shop drawings.
			   iv.	 Finish for Rails and Fittings: No. 8 polished stainless steel clad.

		  B.	  Sidelites

			   i.	 Approved Manufacturer: Vitro America™ 
			   ii.	 Glass: 1/2" clear tempered glass to match door glass.
			   iii.	 Rails and Fittings: full length bottom rails only to match door rails.
			   iv.	 Finish for Rails and Fittings: to match finish on door rails.

Part III – Execution

	 3.1	 General

		  A.	 Comply with all referenced standards.

	 3.2	 Inspection

		  A.	 Contractor and sub-contractor are responsible to examine all areas and  
			   conditions within which glass doors and sidelites are to be installed. Do not proceed  
			   with any work until satisfactory conditions exist for proper installation of all materials.
		  B.	 Install all materials in accordance with approved shop drawings, samples and manufactures literature.
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